
Direct Vent, Sealed Combustion
• No Chimney Required - However Existing Chimneys Can Be Used 
• as a Vent Chase
• Four Different Venting Options Including Sidewall and Vertical Vent

High Efficiency Boiler
• Fully Condensing Boiler
• ENERGY STAR® Compliant

Dependable Burner
• Beckett AFG Burner Enables Boiler to Operate Reliably from 
• 10 ¹⁄₂ to 13% CO2 Through a Wide Operating Range
• Two Firing Rates - 70,000 BTU/Hr. & 84,000 BTU/Hr.

Flexible Installation Options
• Low Vent Outlet Reduces Clearances
• Zero Clearance to Combustibles Further Simplifies Installation
• Reversible Swing Door for Maximum Flexibility

Easy to Service
• Top Access to Burner and Internal Components Allows Quick Entry
• for Inspection and Servicing
• Internal Components Can Be Easily Removed for Cleaning/Inspection

Quiet Operation
• Insulated Acoustic Shroud Reduces Burner/Combustion Noises
• Highly Efficient Jacket Insulation Promotes Quiet Operation
• Sealed Venting Further Reduces Appliance Noise Rating

Slim Footprint
• Allows for Installation in Tight-Fitting Spaces

Oil Control Features
• LCD Function Display
• Pump Exerciser Included

ASME Rated Heat Exchanger
• High Alloy Stainless Steel Construction 
• Assures Durability and Protection from Erosion

*for low temperature applications

Standard Equipment:

Optional Equipment:

• POC #1 
• 30 PSI Relief Valve 
• Pinnacle Oil Burner Acoustic Shroud
• Outdoor Reset Capable 

We are pleased to offer one of the most comprehensive warranty programs in the industry. The Peerless Pinnacle oil
boiler carries a full one-year warranty on the entire boiler. In addition, we offer a limited, pro-rated, 12-year warranty
on the heat exchanger of the Pinnacle oil boiler. Five and ten-year extended warranties on parts and labor may also 
be purchased. Please consult us for complete warranty information.

• Kits For Vertical or Horizontal Venting Options
• Accessories to Increase Vent Lengths
• Outdoor Reset Sensor
• Domestic Hot Water
• POC #2 (includes relay for DHW Circulator)
• POC #3 (includes ability to stage two boilers)
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As an ENERGY STAR
®

Partner, PB Heat, LLC has determined that  
this product meets the ENERGY STAR

®
guidelines for energy efficiency.

A Complete

Warranty Program

Like No Other!
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Residential Oil Fired, High Efficiency Condensing Boilers

2 Sizes ■■ 70 to 84 MBH Input ■■ 94%+ Efficiency*

Features:
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NEW
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